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GREENFOND

PE [ YPE 200Y vapor barrier foil

GREENFOND PE TYPE 200Y separation and slip foil, protects the
membrane against the effects of horizontal forces.

GREENFOND PE TYPE 2008B - polyethylene membrane serving as a slip separation layer in green roof systems,
road and pedestrian routes. The product is resistant to most chemicals and UV radiation.

It is installed between the waterproofing membrane and higher layers.

The foil is loosely installed on the roofing with an overlap of not less than 1T00mm.

The product does not contain any harmful substances.

Available in yellow
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PE TYPE

200Y vapor barrier foil

TECHNICAL DATA OF THE PRODUCT

Length EN 1848-2 20 m (+/-0,2m)

Width EN 1848-2 5m (+/-3mm)

Thickness EN 1848-2 0,20 mm (+/- 40%)

Endurance EN 1848-2 confirmed

Unit weight EN 1848-2 100g/m”* (+/-10%)

Tensile strength EN 1848-2 MD 100 N/50mm (+/-35 N/50mm)

CD 90N/50mm (+/-30 N/50mm)

Tensile properties EN 12311-1 MD 75% (+/-20%) / CD 75% (+/-20%)
Vapor permeability EN 1931 SD =39x 10" (m’x s x Pa)/kg
Elasticity in low temperatures EN 1190 confirmed

Reaction to fire EN 135011 class F

Watertightness W1

Color yellow
NAME ART. NO DESCRIPTION
PE FOIL TYPE 200Y / 4x50/ 200m’ 70.1232 Vapor barrier foil membrane TYPE 200, yellow
PE FOIL TYPE 200Y / 2x50/ 100m? 70.1232-01 Vapor barrier foil membrane TYPE 200, yellow
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